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Models No.:
	 Threaded Ends	 Socket Weld
Full	 MPT83	 MPS83
Reduce	 MPT82	 MPS82

Size	 1/2” - 2”
2000	 WOG
Stainless or Carbon

NON-TRANSFLOW DESIGN

Optional Flanged End 
1/2” - 2”		 150 / 300 / 600
   2” - 6”		 150 lb.
Butt weld end

Flow can’t occur across the 
outlets during postion change. 
And there will be no mixing of 
products. The valve requires 180° 
rotation, with line flow shut off at 
the inlet (bottom port) at 90°
 rotation, and full diveter flow 
resumed to the other outlet port 
at 180° rotation.

Flo-tite’s 
Bottom Flow Series	

	 •	 Provides Engineers greater
		  design flexibility making the
		  flo-tite valve a valuble choice
		  for a multitude of Applications

FLOW PATTERNS

Plan P

Plan O

Optional T-Port Plans
Available Consult Factory
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DESIGN & TECHNICAL DATA

Bottom Flow Series

	 A	 B	 C	 ØD	 E	 ØF	 G	 H	 L	 L1	 ØP	 ISO5211	 TORQUE
SIZE

F R F R F R F R F R F R F R F R F R F R F R F R F R

1/4”	 0.256	 1.141	 0.634	 0.453	 5.276	 1.417	 M5	 2.815	 2.953	 2.862	 0.984	 F03	

3/8”	 0.256	 1.141	 0.634	 0.496	 5.276	 1.417	 M5	 2.815	 2.953	 2.862	 0.984	 F03	

1/2”	 0.256	 0.256	 1.141	 1.141	 0.634	0.634	 0.591	 0.496	 5.276	 5.276	 1.417	 1.417	 M5	 M5	 2.815	 2.815	 2.854	 2.953	2.811	 2.862	 0.984	 0.984	F03	 F03	 100	 100	

3/4”	 0.256	 0.256	 1.299	 1.141	 0.713	0.634	 0.787	 0.591	 5.276	 5.276	 1.417	 1.417	 M5	 M5	 2.992	 2.815	 3.362	 2.854	3.327	 2.811	 0.984	 0.984	F03	 F03	 100	 130

 1”	 0.315	 0.256	 1.417	 1.299	 0.969	0.713	 0.984	 0.787	 6.693	 5.276	 1.654	 1.417	 M5	 M5	 3.240	 2.992	 4.145	 3.362	3.772	 3.327	 1.181	 0.984	F04	 F03	 180	 190

 1-1/4”	 0.315	 0.315	 1.575	 1.417	 0.957	0.969	 1.260	 0.984	 6.693	 6.693	 1.654	 1.654	 M5	 M5	 3.437	 3.240	 4.370	 4.146	3.933	 3.772	 1.181	 1.181	F04	 F04	 260	 280

 1-1/2”	 0.382	 0.315	 1.862	 1.575	 1.189	 0.957	 1.496	 1.260	 8.150	 6.693	 1.969	 1.654	 M6	 M5	 4.079	 3.437	 5.012	 4.370	4.409	 3.933	 1.378	 1.181	F05	 F04	 390	 420
 	 2”	 	 0.382	 	 1.862	 	 1.189	 	 1.496	 	 8.150	 	 1.969	 	 M6	 	 4.079	 	 5.012	 	 4.409	 	 1.378	 	 F05	 500	 550	

NO.	 PART NAME	 QTY	 MATERIAL
1	 BODY	 	 1	 CF8M

2	 END CAP	 3	 CF8M

3	 L-PORT BALL	 1	 SS316

4	 SEAT	  *	 2	 TFM

5	 BODY SEAL  *	 2	 TFM

6	 STEM  	 1	 SS316

7	 STEM SEAL  *	 1	 TFM

8	 STEM PACKING  *	 1 Set.	 MG1241

9	 GLAND BUSH	 1	 SS304

10	 BELLEVILLE WASHER	 2	 SS301

11	 STOP WAHSER	 1	 SS304

12	 STEM NUT	 2	 SS304

13	 HANDLE	 1	 SS304

14	 HANDLE COVER	 1	 VINYL

15	 STOP PIN	 1	 SS304

16	 BOLT	 4	 SS304

17	 BOLT NUT	 8	 SS304

18	 CAP SEAL  *	 1	 PTFE

19	 BOLT	 4	 SS304

20	 LOCKING DEVICE	 1	 SS304

21	 Anti-stotic Device	 2	 SS304
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Model Numbers
Full MPT83	 MPS83
Red. MPT82	 MPS82

	 SIZE	 1/2”	  3/4”	 1”	 1 1/4”	 1 1/2”	 2”	 BORE

	 CV #	 4.5	  5.0	 12	 20	 26	 38	 RED. PORT

	 CV #	 5.0	  10	 30	 25	 34	 44	 FULL PORT

	 FULL	 2.7	 4.2	 6.0	 8.5	 12.0	 2.0	 WEIGHT

	 RED.	 2.3	 3.3	 4.7	 7.2	 9.5	 17.0	 APPROX.

* Repair Parts

180˚ OPERATION

90˚ OPERATION


