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Models:
T3100-CS / T3100-SS
3000 PSI / Full Port
A105 or 316 SS
Sizes: 1/4” thru 4”

•  I-SO-Mount Actuator Mounting
   Pad Standard on T3100

•  Full Port Design

•  Standard Valves Are Equipped
    With A Lockable Handle Which
    May be Pad Locked In the
    open or closed Positions

•  Valves Are Inherently Stem-To-
   Body Grounded

•  Each Valve Is Permanently
   Marked With Materials Of
   Construction, Heat, Operating
   Limits, Name And Model
   Numbers

Ideal Valve For Hydraulic, Petro Chemical And Other Industries
That Require High Pressure Ball Valves

HYDRAFLO SERIES

Options:
Extended Weld Ends
Male X Female
Seal Welded Body
Special Alloys
6000 PSI Models

DESIGN FEATURES

•	Heavy Duty, Rugged Construction
   Offers Safe, Sure Pressure 
   Containment

•  High Strength, 17 - 4 Ph Stem

•  Stainless Steal handles

MANUFACTURING STANDARDS:

•  NACE MRO 175-90

•  API 607-4 Fire Safe

•  API 6D

•  Power Piping ASME B31.1
   And B16.34

DIMENSIONS AND WEIGHTS for Model T3100:
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Model T3100 
 TESTING:
All valves are factory tested as listed below in the
Open and Closed position for bubble tight integrity.
•	 Shell: T3100	 4,500 psig
•	 Shell: ST6100	 9,000 psig
•	 Seat: Air Under Water At 80-100 PSI

 SPECIFICATIONS:
All Hydraflo Series valves comply with the
following standards:
•	 NPT Threaded Ends: ANSI B1.20.1
•	 Socket Weld Ends: ANSI B16.11
•	 Fire Safe 607 Fourth Edition
•	 NACE MR0175
•	 ANSI B16.34 Class 1500
•	 ANSI B31-1
•	 API 6D Compliance

Valve Components

Important: Verify Mounting Dimensions before Manufacturing Hardware

Consult Factory

HIGH PRESSURE - 2 PIECE FORGED BALL VALVE

DESIGN & TECHNICAL  DATA
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	 ITEM	  PART NAME	 T3000 CS	 T3000 SS

	 1	 END CAP	 A105	 316 SS

	 2	 GASKET *	 PTFE	 PTFE

	 3	 BODY	 A105	 316 SS

	 4	 SEAT *	 RPTFE/DELRIN	 RPTFE/DELRIN

	 5	 BALL	 SS316	 SS316

	 6	 SEAL	 PTFE	 PTFE

	 7	 STEM SEAL *	 RPTFE	 RPTFE

	 8	 STEM	 17-4PH	 17-4PH

	 9	 ANTI-STATIC DEVICE	 SS304	 SS304

	 10	 PACKING *	 PTFE	 PTFE

	 11	 PACKING GLAND	 SS304	 SS304

	 12	 STEM WASHER	 SS304	 SS304

	 13	 NUT	 SS304	 SS304

	 14	 HANDLE	 SS304	 SS304

	 15	 STOP PIN	 SS304	 SS304

BILL OF MATERIALS:

*Replacement Parts
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Tel: (910) 738-8904
Fax:  (910) 738-9112

E-mail: flotite@nc.rr.com

Flo-Tite,  Inc.
Valves & Controls

P. O. Box 1293
Lumberton, NC 28359

Website: www.flotite.com
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